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Fig. 1

Fig. 2

Mount tool no. 941-903 to a table or another 
object.

Place the spear in the tool and make sure that the 
�W�E�J�I�X�]���H�I�Z�M�G�I���M�W���¤�X�X�I�H���M�R���X�L�I���V�I�G�I�W�W���E�W���W�L�S�[�R���S�R��
the illustration.

Tool No. 941-903 can be used for disassembly and assembly 
�S�J���X�L�I���¥�E�X���X�]�T�I���W�T�I�E�V�W��

OPERATING INSTRUCTION FOR

941-903
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Fig. 3

Fig. 4

Fig. 5

�4�Y�P�P���X�L�I���W�T�I�E�V���F�E�G�O�[�E�V�H�W���W�S���X�L�E�X���M�X���M�W���¤�\�I�H��

�4�Y�P�P���X�L�I���L�E�R�H�P�I���J�S�V�[�E�V�H���X�S�[�E�V�H�W���X�L�I���W�T�I�E�V��

Make sure it is fully stroked.

OPERATING INSTRUCTION FOR

941-903



4   |   MICRO-MATIC.COM

Fig. 6

Fig. 7

Fig. 8

Turn and release the spear body.

Pull the handle back and make sure that the spear 
�F�S�H�]���V�I�Q�E�M�R���¤�\�I�H���S�R���X�L�I���T�M�W�X�S�R��

�1�S�Y�R�X���X�L�I���H�S�[�R���X�Y�F�I���M�R���X�L�I���9���L�S�P�H�I�V����
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Fig. 9

Fig. 10

Fig. 11

�4�Y�P�P���X�L�I���W�T�I�E�V���X�Y�F�I���Y�T�[�E�V�H�W��

�1�E�O�I���W�Y�V�I���X�L�E�X���M�X���M�W���T�P�E�G�I�H���F�I�X�[�I�I�R���X�L�I���[�E�W�L�I�V��
and the gasket.

�8�L�I���[�E�W�L�I�V���E�R�H���X�L�I���K�E�W�O�I�X���E�V�I���V�I�P�I�E�W�I�H���J�V�S�Q���X�L�I��
�H�S�[�R���X�Y�F�I��
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941-903
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Fig. 12

Fig. 13

Fig. 14

�8�L�I���R�I�[���K�E�W�O�I�X���Q�Y�W�X���F�I���Q�S�M�W�X�I�H���F�I�J�S�V�I��
mounting.

�4�P�E�G�I���X�L�I���W�T�I�E�V���F�S�H�]�����K�E�W�O�I�X���E�R�H���X�L�I���[�E�W�L�I�V���S�R��
�X�L�I���T�M�W�X�S�R���E�W���W�L�S�[�R���S�R���X�L�I���M�P�P�Y�W�X�V�E�X�M�S�R��

�8�L�I���K�E�W�O�I�X���E�R�H���X�L�I���[�E�W�L�I�V���M�W���R�S�[���M�R���¤�\�I�H��
position.
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Fig. 15

Fig. 16

Fig. 17

�1�S�Y�R�X���X�L�I���H�S�[�R�X�Y�F�I���M�R���X�L�I���L�S�P�H�I�V���E�R�H���Q�E�O�I���W�Y�V�I��
that the safety device is placed in the recess.

Please make sure that the spring end is placed as 
�W�L�S�[�R���S�R���X�L�I���M�P�P�Y�W�X�V�E�X�M�S�R��

�%�P�P���T�E�V�X�W���E�V�I���R�S�[���¤�\�I�H���M�R���X�L�I���X�S�S�P��
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Fig.18

Fig. 19

Fig. 20

�4�Y�P�P���X�L�I���W�T�I�E�V���L�S�Y�W�I���J�S�V�[�E�V�H�W���S�Z�I�V���X�L�I���H�S�[�R���X�Y�F�I��

�4�Y�P�P���X�L�I���L�E�R�H�P�I���J�Y�P�P�]���J�S�V�[�E�V�H�W��

�8�Y�V�R���X�L�I���W�T�I�E�V���L�S�Y�W�I���G�P�S�G�O���[�M�W�I���E�R�H���Q�E�O�I���W�Y�V�I���M�X��
�M�W���J�Y�P�P�]���¤�\�I�H��
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Fig. 1

Fig. 2
In case of mal-function of the click 
�J�Y�R�G�X�M�S�R���X�L�I���P�I�Z�I�V���W�L�S�[�R���G�E�R���Y�R���P�S�G�O���X�L�M�W���J�Y�R�G�X�M�S�R��

The groves for click function makes sure, that the 
tool has fully stroke.

Information about Click Function

OPERATING INSTRUCTION FOR

941-903
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